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[mm] [mm] [N] [N] [N] [N]

TPCE32 32 22 6000 2680 3700 1950

TPCE62 62 44 23100 10100 14200 6850

TPCE76-1 76 52 89000 10800 25700 53400
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Subject to misprints, dimensional and design changes.
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[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [kg]

TPCE26 26 10 4 

TPCE30 30 12 4 

TPCE32 32 12 4 

TPCE35 35 16 8 

TPCE40-1 40 18 8 

TPCE47 47 20 8 

TPCE50 50 16 8 

TPCE52 52 20 8 

TPCE62 62 24 8 

2 62 24 8 

TPCE72 72 20 8 

TPCE76-1 76 24 8 

TPCE80 80 24 8 

TPCE85 85 24 8 

TPCE90 90 24 8 

TPCE100 100 24 8 

TPCE125 125 48 12 

TPCE150 150 64 12 
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Subject to misprints, dimensional and design changes.

Width Length Length Size Length Length Eccentricity

+0.00/-
0.02

±0.4
+0.00/
-0.02

±0.4 ±0.4 ±0.4
+0.00
/-0.05

+0.00/-
0.025

+0.02/-0.00

20.0 23.0 13.0 M10x1.0 17.1 0.8 13.00 10.00 0.5 13.02 0.11

20.0 25.0 14.0 M12x1.5 17.5 0.8 15.00 11.00 0.5 15.02 0.14

22.0 25.0 14.0 M12x1.5 17.5 0.8 15.00 11.00 0.5 15.02 0.17

22.0 32.5 18.0 M16x1.5 23.8 0.8 20.00 14.50 1.0 20.02 0.20

27.6 36.5 20.5 M18x1.5 28.5 1.6 22.00 16.00 1.0 22.02 0.29

27.6 40.5 22.5 M20x1.5 32.0 1.6 24.00 18.00 1.0 24.02 0.45

40.0 50.0 32.0 M16x2.0 32.0 1.6 24.00 18.00 1.0 24.02 0.69

33.6 40.5 22.5 M20x1.5 32.0 1.6 24.00 18.00 1.0 24.02 0.72

44.0 58.0 38.0 M24x3.0 43.0 1.6 28.00 20.00 1.5 28.02 1.10

44.0 49.5 27.5 M24x1.5 43.0 1.6 28.00 22.00 1.0 28.02 1.08

44.0 49.5 27.5 M20x1.5 38.0 1.6 28.00 22.00 1.0 28.02 1.60

52.0 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 1.5 35.02 1.99

52.0 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 1.5 35.02 2.39

52.0 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 1.5 35.02 2.54

52.0 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 1.5 35.02 2.98

52.0 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 1.5 35.02 3.29

76.0 105.0 55.0 M48x5.0 82.5 1.6 64.00 50.00 1.5 64.02 8.73

76.0 140.0 75.0 M64x6.0 82.5 1.6 80.00 65.00 1.5 80.02 13.92

Stud Thread Shoulder
Hex socket Housing bore

Weight

Eccentric
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