Driven by @Motion

Max. radial load | Max. axial load
(roller) (roller)
Order _ ] ] ]
no. |Diamete Width Dynamid Static Dynami¢ Stati¢
[(mm] [[mm]] [N] [N] [N] [N]

TPJE35 35 22 6000 2680 3700 1950
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Roller Flange Stud Thread Shoulder Eccentric Hex socket Housing
%] Width 1%} Thickndss @ LengthLength  Size %] Length %} Length Eccentricity
A B C D K L M N R S T U W X @ Weight
Order
no. |+0.00/- 104 104 104 +0.00/ +0.4 +0.4 104 +0.00/- +0.00/- +(())(())f)/
0.026 -0.02 0.05 0.25
[mm] |[mm] | [mm] [mm] [mm] [n]]m [mm] [mm] | [mm] [mm] [mm] [mm] [ [mm] | [mm] [kal
TPJE26 26 20.0 35 5.0 10 23.0 13.0 M10x1.0 17.1 0.8 13.00 10.00 0.5 4 13.02 0.14
TPJE3O 30 20.0 40 5.0 12 25.0 14.0 M12x1.5 17.5 0.8 15.00 11.00 0.5 4 15.02 0.17
TPJE32 32 22.0 42 5.0 12 25.0 14.0 M12x1.5 17.5 0.8 15.00 11.00 0.5 4 15.02 0.20
TPJE3S 35 22.0 46 5.0 16 32,5 18.0 M16x1.5 23.8 0.8 20.00 14.50 1.0 8 20.02 0.23
TPJE40-1 40 27.6 54 7.8 18 36.5 20.5 M18x1.5 28.5 1.6 22.00 16.00 1.0 8 22.02 0.35
TPJES0 50 40.0 68 14.0 16 50.0 32.0 M16x2.0 32.0 1.6 24.00 18.00 1.0 8 24.02 0.94
TPJEG2-1 62 44.0 78 14.0 24 495 275 M24x1.5 43 1.6 28.00 22.00 1.0 8 28.02 1.13
TPJE76 76 52.0 98 14.0 24 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 15 8 35.02 2.31
TPJE9SO 90 52.0 112 14.0 24 70.0 41.0 M24x1.5 50 1.6 35.00 29.00 1.5 8 35.02 3.09
TPJE100 100 52.0 125 14.0 24 70.0 41.0 M24x1.5 50.0 1.6 35.00 29.00 15 8 35.02 3.79
TPJE125 125 76.0 148 18.0 48 105.0 55.0 M48x5.0 82.5 1.6 64.00 50.00 1.5 12 64.02 9.28
TPJE150 150 76.0 173 18.3 64 140.0 75.0 M64x6.0 92.0 1.6 80.00 65.00 15 12 80.02 14.86
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